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PRODUCT INTRODUCTION
Package Contents
Before you start using this product, please check if there is anything missing
in the package and contact your dealer to claim the missing item(s):

ADSL2+ router (AR-7287WnA)

12V power adapter

1 meter RJ-45 Ethernet cable

1 meter RJ-11 telephone line x 2

Quick installation guide

CD containing setup wizard, user manual & multi-language QIG
Splitter

System Requirements

A 10/100 base-T Ethernet card installed in your PC.

® A hub or switch (connected to several PCs through one of the Ethernet
interfaces on the device).

® Windows 98 SE, Windows 2000, Windows ME, Windows XP, Windows
7, Windows 8, Windows 10 .

® Internet Explorer V5.0 or higher, Netscape V4.0 or higher or Firefox 1.5

or higher.

LED Status
Front Panel:




LED Color Status Description
Power | Green On ADSL2+ router is on.
© Off ADSL2+ router is off.
ADSL Green On ADSL line is synchronized and ready to use.
Flashing ADSL line not synchronized.
Internet | Green On Internet connected in router mode
Flashing Internet not connected in router mode
Off Device in bridged mode.
LAN1-4 | Green On LAN port connected.
Off LAN port not connected.
WLAN | Green On Successful WLAN connection.
= Off WLAN connection failed.
WPS Green Off WPS is disabled.
Flashing WPS is enabled and waiting for client to negotiate.
(L) Note | If the ADSL LED is off, please check your Internet
connection. Refer té\. HardwarelInstallation for more
information about how to connect the router correctly. If
all connections are correct, please contact your ISP to
check if there is a problem with your Internet service.
Rear Panel:




Item Description

P On/Off
ower On/ Switches the router on or off.
Button
Power Power port for included 12V power adapter.

Wireless / WPS | *Hold for less than 5 seconds to enable wireless signal.
Button *Hold for more than 5 seconds to activate WPS function.

LAN 14 RJ-45 Ethernet ports 1-4.

Hold for less than 3 seconds to reset the device to factory default

Reset Button .
settings.

Line RJ-11 port for standard telephone line.




GETTING STARTED
A.Hardware Installation

1. Connect the ADSL line.
Connect the line port of the router of the device to the modem interface of
a splitter using a telephone cable. Connect a telephone to the Phone
interface of the splitter using a telephone cable. Connect the Line interface
of the splitter to your existing, incoming line.

The splitter has three interfaces:

= Line: Connect to a wall phone jack (RJ-11 jack).
= Modem: Connect to the ADSL jack of the device.
= Phone: Connect to a telephone set.

2. Connect the router to your LAN network.

Connect the LAN interface of the router to your PC, hub or switch using an
Ethernet cable.

3. Connect the power adapter to the router.
Plug one end of the power adapter into a wall outlet and connect the other
end to the 12V interface of the device. The following diagram shows how to
correctly connect the router, PC, splitter and telephone sets.
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4. Check the ADSL LED status.
Please check the ADSL LED on the front panel. This light indicates the status
of your ADSL broadband through your telephone line. If the light is on, you



can continue setup. However if the light is flashing, there is no broadband
line detected. Please call your Internet Service Provider (ISP) and inform them
about the flashing ADSL light to resolve the issue.

5. Firewall settings.
Please turn off all personal firewalls before you continue the setup ¢ firewalls
can block communication between your PC and router.

Note: You must use the power adapténcluded in the packge with the

router, do NOT attempt to use a thirgarty power adapter.

6. PCLAN IP configuration.

Configure your PCQIAAN settings to automatically obtain an IP address from
the router by following the steps below:

1. Click* St andthénselect® Cont r ol Panel"”

~J My Comput,

I/ Control Panel

5 Prten wd rares @ Set Program
¥ Defaults

2. Click® Swi t ¢ h t o inGHe sslefttochowatdaionil setting
icons.

Pick a category

- = 3. Appearance st » Pritors and Other
o P st @
Control Panel s g J T e—

£ NS o emave o —
’v—.— ' and Regeaal Optioen

B Switch to Classic View
RO Yoo |\ VS A Oy e

Perturmsnce aed

"" s ‘jy Becwy Contes

g sy Computer

3. Locatethe® Net wor k € ian and dodblie-didk to open
network connection settings.



4. Select the*

5. Select “ |

6. Ensurethat Obt ai

Veu faie 008 el

o Q- 2 s | v [F

s O Coros Pardl
&

Langusce

L

Systers

Arebity  AMHEdswe  AM o ASresyatve  Asomenc  Ouce wd T

* © &4 » B2

o oot o

2 ,:;?::. ‘ :_,.t'.:, B Network
L)

Fegonynd  Sovnen wd Schedved
Comerm

Taobe wd Uner Accounts
St Herw

v Do

X B » & 2

@ © Connections

¥
i3
¢
*
-3

Twky

§
¥
E

a4 8

‘@

3
=
. P

Wedo

iz
i3
HE

Local
sub-menu, then select* Pr oper ti es”

A r e dconG@Gral nightelicktit to open’the

i =]
B EX yes Fpeodm ook Advposd Sep L
[+ T+ . =P e = F| .
Agrrrn B ey Corvemoes . D'ISEIb|E
= LAM o I
e - Status
e s Repair
e
fripe Corractom X .
F—— Bridge Connections
RL
Create Shortout
Delete
Rename
ey Properties
Tt Ll p——— _—

nternet

Pr and tes ctick® K rTcCPe 1l tPi) € s ”

4 Local Area Connection Properties

General | Auhenscanon | Advanced

Connectusng

W AMD PCNET Famdy PCI Efemet Adap

Thes €4AnacB0n utds the folowng tems L

- gc"mwmcwmﬁm\)«l P!opemes

Fée and Printer Sharng %o Microso Networks

v
¥ ' 00S Packet Scheduler
-

[I3how ikon in notficaton acea when cosnecied
@M'mmmcmmmmwmcw«tw

oK

J1

Cancel ]

n an onka taideda!eDdyst” aa unt

DN:



server

Internet Protocol (TCP/IP) Properties (‘? g

General | Axemata Configuraton

You can get P sengs assigned automancally dy
<o SrWine. YOU NBEd 10 S1K your netwed

9) Q081N 30 P addeass automancaly

OU;umblqu P acddess
A

(@ Obtain an IP addre

ss automatically l

Al

@) Obtain DNS server address automancaly

() Usg e Sollowng DINS server addresses L‘

(@ Obtain DNS server address automatically

[ Adgaaced ]

o< b Con) o

B. Internet Connection

a ddr e sasesetedtetl anditlseb gressa DK {

1.9YUSN KS NZRaddeeS:NIE2 .RISGRAY. d2f2. (11872 WzNJ t / ¢

browser and press “ E

) MSN.com - Microsoft Internet Explorer

ter

File Edit View Favorites Tools Help

g

=P |ﬂ @ {y - search < ¢ Favorites

Address

http://192.168.2.1

2. The login screen below will appear. Enter the IVQVS T I dzt (i
' YR RSTLI dzf1284¢ LI dyERORENIRA Qi

FDIMAX

NETWORKING PEOPLE TOGETHER

AR-T28TWnA router login

Llser Mame:
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3. You will arrive at the system status page as shown below.

HETWORKING PEOPLE TOGETHER ADSL Router
Status Wizard Network Advanced Service Firewall Admin

ADSL Router Status

This page shows the current status and some basic seftings ofthe device.
» Device Info < System
» ADSL Alias Name AR-T28TWnA
Uptime 00:2:42
_ Date/Time Sun Jan 1 5:32:42 2012
Firmware Version RTKW2.21
_ Built Date Feb 24 2017 14:26:15
Serial Number ACGEGEDBBEDS
Hardware Version B671x
- DSL

Operational Status -
Upstream Speed -

Downstream Speed -

4. In the navigation bar across the top of the screen, click dWizard” and then
“Wizard”. The Wizard page of the web-based interface allows fast
configuration of the Internet connection and other parameters. Please refer
to the user manual for detailed information on these parameters.
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Status Wizard

» Wizard

Network

Fast Config

Advanced

ADSL Router

Service Firewall Admin

The wizard will help you do some basic configurations step by step.

Step 1: WAN Connection Setting
Step 2: WLAN Connection Setting

Step 3: Save Setting

Step 1: WAN Connection Setting:

Country
ISP
VPINVCI:

Encapsulation:

Connection Mode:

802.1q:

VLAN ID(1-4095):

PPP Settings:

DNS Settings:

Flease select the wan connection mode

(Click to Select) v

-

VP D (0-255) VCI: [0 (32-65535)

@ LLC/ISNAP © WC-Mux
Bridge
IPoE
® PPPoE
FPFoA
14583 Routed
Enable = Disable

Username: Password:

= Attain DNS Automatically

Set DNS Manually

5. Follow the on screen instructions until the wizard is complete.
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Status Wizard

» Wizard

ADEL Router
Network Advanced Service Firewall Admin
Fast Config
Step : ’ ) o
Ifyou need finish settings in the fast config,please click "Apply

3:Save ) ) A A ,

) Changes”.otherwise please click "Cancel” or " Prev™.
Settings

Settings as follow:
VPL:

VCI:
Encapsulation:
Channel Mode:
ppp username:
ppp password:
DNS Setting:
WLAN :

g

32

LLC/SNAFP

FFPPoE

admin

1234

DNS Automatically

Enable



Federal Communication Commission Interference Statement
This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of FCC Rules. These limits are designed to provide reasonable protection against
harmful interference in a residential installation. This equipment generates, uses, and can radiate radio
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not occur in
a particular installation. If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user is encouraged to try
to correct the interference by one or more of the following measures:

1. Reorient or relocate the receiving antenna.

2. Increase the separation between the equipment and receiver.

3. Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

4. Consult the dealer or an experienced radio technician for help.

FCC Caution

This device and its antenna must not be co-located or operating in conjunction with any other antenna
or transmitter. This device complies with Part 15 of the FCC Rules. Operation is subject to the following
two conditions: (1) this device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation. Any changes or
modifications not expressly approved by the party responsible for compliance could void the authority to
operate equipment.

Federal Communications Commission (FCC) Radiation Exposure Statement

This equipment complies with FCC radiation exposure set forth for an uncontrolled environment. In
order to avoid the possibility of exceeding the FCC radio frequency exposure limits, human proximity to
the antenna shall not be less than 2.5cm (1 inch) during normal operation.

Federal Communications Commission (FCC) RF Exposure Requirements

SAR compliance has been established in the laptop computer(s) configurations with PCMCIA slot on
the side near the center, as tested in the application for certification, and can be used in laptop
computer(s) with substantially similar physical dimensions, construction, and electrical and RF
characteristics. Use in other devices such as PDAs or lap pads is not authorized. This transmitter is
restricted for use with the specific antenna tested in the application for certification. The antenna(s)
used for this transmitter must not be co-located or operating in conjunction with any other antenna or
transmitter.

RED Compliance Statement

Compliance with 2014/53/EU Radio Equipment Directive (RED)

In accordance with Article 10.8(a) and 10.8(b) of the RED, the following table provides
information on the frequency bands used and the maximum RF transmit power of the product
for sale in the EU:

Frequency range (MHz) Max. Transmit Power
(dBm/mW)
WLAN Wi-FI 802.11b/g/n; 2, 4 GHz 100mwW

A simplified DoC shall be provided as follows: Article 10(9)

Hereby, Edimax Technology Co., Ltd. declares that the radio equipment type N300 Wireless
ADSL2/2+ Modem router is in compliance with Directive 2014/53/EU

The full text of the EU declaration of conformity is available at the following internet

address: http://www.edimax.com/edimax/global/
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Safety

This equipment is designed with the utmost care for the safety of those who install and use it. However,
special attention must be paid to the dangers of electric shock and static electricity when working with
electrical equipment. All guidelines of this and of the computer manufacture must therefore be allowed
at all times to ensure the safe use of the equipment.

EU Countries Intended for Use

The ETSI version of this device is intended for home and office use in Austria, Belgium, Bulgaria,
Cyprus, Czech, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Turkey, and United Kingdom. The ETSI version of this device is also authorized for use in
EFTA member states: Iceland, Liechtenstein, Norway, and Switzerland.

EU Countries Not Intended for Use
None
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EU Declaration of Conformity

English:  This equipment is in compliance with the essential requirements and other relevant
provisions of Directive 2006/95/EC, 2011/65/EC.

Francais: Cet équipement est conforme aux exigences essentielles et autres dispositions de
la directive 2006/95/CE, 2011/65/CE.

Legt:iffato zaS2zen2? je v souladu se z8kl adn? mi
ustanoven? g006/95/B8)201LI6WES.

Polski: Uerqueni e jest zgodne z o zegolnymywarunkanmi ma g an
okreSl ony mi RGO6/ISEC, YOXINE5/EXE.
RomOntAcest echipament este "n conformitate cu

relevante ale Directivei 2006/95/CE, 2011/65/CE.

t EMME fAsts tsBtstcHBo Oded | Mistslislotyg jisEntsese &dedsw dg Mdlztstp telalztszy |
r dtd € Is g006/95/EC, 2011/65/EC.

Magyar: Ez a berendez®s megfelel az alapvetR k°ve
iranyelveknek (2006/95/EK, 2011/65/EK).

Tarkce: Bu cihaz 2006/95/EC, 2011/65/ECd i r ekt i f | er i z e@rhikinhlewle i st e

ile uyumludur.

VLEtO dzfm! C PB dZzOH dzZOdzdz? o Hi 9"  HO' o d dWEOKEC, EZditse O
2011/65/EC.

Slovenl|lin@oto zariadenie spORa z8&8kladn® pogiad

smernic 2006/95/ES, 2011/65/ES.

Deutsch: Dieses Gerét erfillt die Voraussetzungen geman den Richtlinien 2006/95/EC,
2011/65/EC.

Espafol: El presente equipo cumple los requisitos esenciales de la Directiva 2006/95/EC,
2011/65/EC.

Italiano:  Questo apparecchio € conforme ai requisiti essenziali e alle altre disposizioni
applicabili della Direttiva 2006/95/CE, 2011/65/CE.

Nederlands: Dit apparaat voldoet aan de essentiéle eisen en andere van toepassing
zijnde bepalingen van richtlijn 2006/95/EC, 2011/65/EC..

Portugués:Este equipamento cumpre 0s requesitos essénciais da Directiva 2006/95/EC,
2011/65/EC.

Norsk: Dette utstyret er i samsvar med de viktigste kravene og andre relevante regler i
Direktiv 2006/95/EC, 2011/65/EC.

Svenska: Denna utrustning ar i 6verensstammelse med de vasentliga kraven och dvriga
relevanta bestammelser i direktiv 2006/95/EG, 2011/65/EG.

Dansk: Dette udstyr er i overensstemmelse med de vaesentligste krav og andre relevante
forordninger i direktiv 2006/95/EC, 2011/65/EC.
suomen kieli: Tama laite tayttaa direktiivien 2006/95/EY, 2011/65/EY oleelliset

vaatimukset ja muut asiaankuuluvat maaraykset.

FREND DDA DOOPDODD

0000000060 (€ F@%[H[

e X is X1 INofcHllec TROTRU TR LUAY

WEEE Directive & Product Disposal

At the end of its serviceable life, this product should not be treated as household or general
waste. It should be handed over to the applicable collection point for the recycling of electrical
=mmm and electronic equipment, or returned to the supplier for disposal.
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Declaration of Conformity

We, Edimax Technology Co., LTD., declare under our sole responsibility, that the equipment
described below complies with the requirements of the European Council directive
(2014/53/EU).

Equipment: N300 Wireless ADSL2/2+ Modem router
Model No.: AR-7287WnA

The following European standards for essential requirements have been followed:

Spectrum : ETSI EN 300 328 : V2.1.1(2016-11)
EMC : EN 301 489-1 V2.1.1(2017-02)
EN 301 489-17 V3.1.1(2017-02)

EMF: EN 62311 2008
Safety : IEC 60950-1 :
(LVD) 2005+A1 :2009+A2:2013
EN 60950-1 :
2006+A11:2009+A1:2010+A12:2011+A2:2013

Edimax Technology Co., Ltd.
No. 3, Wu Chuan 3rd Road,
Wu-Ku Industrial Park.
New Taipei City, Taiwan

Date of Signature:  April, 2017

Signature: W

Printed Name: Albert Chang
Title: Director

Edimax Technology Co., Ltd.
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